QO {
< N
@ \’b % P '\Q R L

PROPER
INSTALLATION
GUIDE

wuwuw.car



PROPER INSTALLATION GUIDE ot Gommm®

CARSTHETICS CAMERA: CMOS PL831

Wisnch Sat Philip Screw

Wire Stripper

Electrical/
Mounting Tape

1. siowiy dip the
LCD Monitor to
the rear mirror.

‘t Connect the \ = ;
LCD monitor to ™
the Fuse Box cable

and position the
wires in an orderly
manner towards
the kick panel.

‘l Locate the

reverse wire of the
vehicle thentapit to

the blue wire of the

fuse box. Secure the ||
connections

properly.




PROPER INSTALLATION GUIDE s Gamm®
CARSTHETICS CAMERA: CMOS PL831

‘q Connect the remain-
iniwires of the fuse box
cable to the Gauge 16
Wire.

Secure the connection

properly.

‘Assemble and install the Carsthetics Camera:
PL831 before the Liscensed Plate Number.
[

‘! Extend the Gauge 16 Wire to the Battery con-
necting it to the positive and negative terminals.

‘l Connect the Video l . M?Ee”éﬁétﬂ&mnﬁﬂug
1-IN Female plug of the PL831. Link the Carsthetics
EléS:'aO)I( Cg?le t&g\e 5 Camera: PL831 Female Red
s c?:i gn fg§ ot;\e?'o Plug to the Male Plug of the
power supply cable. Secure

gadget is optional). the connection properly.

Y_/

“n Connect the Power
Supply Cable of the
camera to the Reverse-
Light wire of the car.
Secure the connection
properly. |

“1 Check again all the con-
nections if properly secured
and position the wires in an
orderly manner.

,1 Pull the RCA wire
towards the trunk
carpet and assemble it
in an orderly manner.

glRetum all

4 the covers that
Ls\ ( Make your way to the rear of the car by hiding the are removed

RCA wires through slowly lifting the doorsills and carpetif | during the instal-

necessary.) lation.

.l Loosen up the
plate number of your
car in preparation for
the installation of the
Carsthetics Camera:
CMOS PL831.

— “qujust it on the pre-
ferred viewing angle of
the customer.

For inquiries and assistiance please call Carsthetics ati
(02] 787-28-38 or visiti our website at wwuw.carsthetios.com
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CARSTHETICS CAMERA: CMD B920S

Philip Screw Wire Stripper

L e Electrical/
Zip Ties Mounting Tape

u T
(4 = :
Guage 16 Wire

Long Nose Pliers

‘n Connect the
LCD monitor to
the Fuse Box cable
and position the
wires in an orderly
manner towards
the kick panel.

PROCEDURES
" ¢

‘t Locate the
reverse wire of the

. vehicle thentap it to
R siowiy dipthe|  the blue wire of the
LCD Monitorto | fuse box. Securethe ' j |
the rear mirror. connections

properly. |
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CARSTHETICS CAMERA: CMD B920S

‘q Connect the remain-
iniwires of the fuse box
cable to the Gauge 16
Wire.

Secure the connection

properly.

'Y

‘I Extend the Gauge 16 Wire to the Battery con-
necting it to the positive and negative terminals.

‘ Connect the Video 1-IN
Female plug of the Fuse Box
cable to the RCA Male Pl
(Video 2 connection for

gadget is optional).

,l Pull the RCA Wire
towards the rear of the car
and assemble it in an
orderly manner.

_!_». ( Make your way to the
rear of the car by hiding the RCA
wire through slowly lifting the
doorsills and carpet if necessary.)

‘I Put a marker at the
middle of your rear bumper
and drill a hole using
Carsthetics Camera: B920S
drill bit.

YW | W e
MATATAG NEREPUBLIKA

’; Install the

Carsthetics camera:
B920S on the hole
that was made on
the bumper.

‘

Connect the RCA
ale Plug to the yellow

Female Plug of the Carsthet-
ics Camera: B920S. Link the
Female Red Plug Carsthetics
Camera: B920S. to the Male
Plug of the power supply
cable. Secure the connection
properly.

Y/

4

“| Connect the Power
Supply Cable of the
camera to the Reverse-
Light wire of the car.
Secure the connection
properly.

N

sninba—--

.\6"\, “‘l Check again all the
.

connections if proj
secured and position the
wires in an orderly manner.

“; Return all the covers that are removed during
the installation.

"
ot
A |

For in%uiries and assistance please call Carsthetics at [02]

727-29-38 or visit: our website at www.carsthetics.com



PROPER INSTALLATION GUIDE ot Grmmm®

CARSTHETICS

ERA: CCD C9205

Philip Screw

Wire Stripper

Electrical/
Mounting Tape

1. siowiy dip the
LCD Monitor to
the rear mirror.

‘! Connect the \ = ; ‘
LCD monitor to »
the Fuse Box cable

and position the
wires in an orderly
manner towards
the kick panel.

‘l Locate the

reverse wire of the
vehicle thentapit to

the blue wire of the

fuse box. Secure the ||
connections

properly.




PROPER INSTALLATION GUIDE o Grmmm®
CARSTHETICS CAMERA: CMD C9205$

‘q Connect the remain-
iniwires of the fuse box
cable to the Gauge 16
Wire.

Secure the connection

properly.

Here are some areas where you could mount the
Carsthetics Camera: C920S
: |
b Y ‘ 'S

‘l Extend the Gauge 16 Wire to the Battery con-
necting it to the positive and negative terminals.

Male Plug to the Female
Plug of the Carsthetics

Camera: C920S. Link the
Female Red Plug to the
Male Plug of the power
supply cable. Secure the
‘lmnnecme\r.deo 1IN connection properly.
Female plug of the Fuse Box cable
to the RCA Male Plug (Video 2

connection for other gadgetis

optional). “ Connect the Power

Supply Cable of the
camera to the Reverse-
Light wire of the car.
Secure the connection
properly.

“ll Check again all the
connections if pro|

secured and position the
wires in an orderly manner.

,l Pull the RCA Wire
towards the rear of the car
and assemble it in an
orderly manner.

“1 Return all the covers that are removed during
the installation.

ol
x|

/I\ ( Make your way to the rear of the car by hiding the
RCA wire through slowly lifting the doorsills and carpet if
necessary.)

o

A

.l On the desired
location at the rear part
of the vehicle, mount
the Carsthetics Camera:
€920S carefully.

For inquiries and assistiance please call Carsthetics ati
(02] 787-28-38 or visiti our website at wwuw.carsthetios.com




PROPER INSTALLATION GUIDE ot Gommm®
CARSTHETICS CAMERA: CCD PL819

Electrical/
Philip Screw Wire Stripper Mounting Tape

‘! Locate the

reverse wire of the

“ i vehicle thentapit to
Slowly clipthe | the blue wire of the

LCD Monitorto | fuse box. Securethe ' Al

the rear mirror. connections

properly.

“ Connect the }\;j

LCD monitor to
the Fuse Box cable
and position the
wires in an orderly
manner towards
the kick panel.







